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(iv) At least one row of bridging is in-
stalled and anchored; 

(v) The total weight of the bundle of 
decking does not exceed 4,000 pounds 
(1816 kg); and 

(vi) Placement of the bundle of deck-
ing shall be in accordance with para-
graph (e)(5) of this section. 

(5) The edge of the construction load 
shall be placed within 1 foot (.30 m) of 
the bearing surface of the joist end. 

§ 1926.758 Systems-engineered metal 
buildings. 

(a) All of the requirements of this 
subpart apply to the erection of sys-
tems-engineered metal buildings ex-
cept §§ 1926.755 (column anchorage) and 
1926.757 (open web steel joists). 

(b) Each structural column shall be 
anchored by a minimum of four anchor 
rods (anchor bolts). 

(c) Rigid frames shall have 50 percent 
of their bolts or the number of bolts 
specified by the manufacturer (which-
ever is greater) installed and tightened 
on both sides of the web adjacent to 
each flange before the hoisting equip-
ment is released. 

(d) Construction loads shall not be 
placed on any structural steel frame-
work unless such framework is safely 
bolted, welded or otherwise adequately 
secured. 

(e) In girt and eave strut-to-frame 
connections, when girts or eave struts 
share common connection holes, at 
least one bolt with its wrench-tight 
nut shall remain connected to the first 
member unless a manufacturer-sup-
plied, field-attached seat or similar 
connection device is present to secure 
the first member so that the girt or 
eave strut is always secured against 
displacement. 

(f) Both ends of all steel joists or 
cold-formed joists shall be fully bolted 
and/or welded to the support structure 
before: 

(1) Releasing the hoisting cables; 
(2) Allowing an employee on the 

joists; or 
(3) Allowing any construction loads 

on the joists. 
(g) Purlins and girts shall not be used 

as an anchorage point for a fall arrest 
system unless written approval is ob-
tained from a qualified person. 

(h) Purlins may only be used as a 
walking/working surface when install-
ing safety systems, after all permanent 
bridging has been installed and fall 
protection is provided. 

(i) Construction loads may be placed 
only within a zone that is within 8 feet 
(2.5 m) of the center-line of the primary 
support member. 

§ 1926.759 Falling object protection. 
(a) Securing loose items aloft. All mate-

rials, equipment, and tools, which are 
not in use while aloft, shall be secured 
against accidental displacement. 

(b) Protection from falling objects other 
than materials being hoisted. The con-
trolling contractor shall bar other con-
struction processes below steel erec-
tion unless overhead protection for the 
employees below is provided. 

§ 1926.760 Fall protection. 
(a) General requirements. (1) Except as 

provided by paragraph (a)(3) of this sec-
tion, each employee engaged in a steel 
erection activity who is on a walking/ 
working surface with an unprotected 
side or edge more than 15 feet (4.6 m) 
above a lower level shall be protected 
from fall hazards by guardrail systems, 
safety net systems, personal fall arrest 
systems, positioning device systems or 
fall restraint systems. 

(2) Perimeter safety cables. On multi- 
story structures, perimeter safety ca-
bles shall be installed at the final inte-
rior and exterior perimeters of the 
floors as soon as the metal decking has 
been installed. 

(3) Connectors and employees work-
ing in controlled decking zones shall be 
protected from fall hazards as provided 
in paragraphs (b) and (c) of this sec-
tion, respectively. 

(b) Connectors. Each connector shall: 
(1) Be protected in accordance with 

paragraph (a)(1) of this section from 
fall hazards of more than two stories or 
30 feet (9.1 m) above a lower level, 
whichever is less; 

(2) Have completed connector train-
ing in accordance with § 1926.761; and 

(3) Be provided, at heights over 15 
and up to 30 feet above a lower level, 
with a personal fall arrest system, po-
sitioning device system or fall re-
straint system and wear the equipment 
necessary to be able to be tied off; or be 
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